THE CARY COMPANY
PRODUCTS DISTRIBUTORS
PH 630-823-6600
FX 630-629-3690

BMB LOW FLOW SERIES

Housing Specifications

Connections
Inlet/Outlet 3" Flange-6"Flange
Dirty Drain 12"NPT
Clean Drain 3/4"NPT
Vent 3M4"NPT
Applications
Coolants Paint & Coatings
Cutting Oils Lubricants
Process Water Solvents

NOTE:

Max. rated operating pressure is
Jor Housing only. Safe operating
temperature & pressure depends
on filter element and gasket use.

Ordering Information

Multi-purpose basket ASME "U" code housings.

Accepts 2-4 double length baskets.

Housings rated fori50psig (10.3bar) @ 250°F(121.1°C).

Vessels available in carbon or stainless steel 304 or 316.
Swingbolt closure allows for quick bag change out.

Housings may be modified to accommodate single length baskets.
Non-code housings available (design

Material:
Carbon (blank), $5304 (54), 55316 (S6)

sS4

Model:
BEMB

BMB

Diameter of Bag Housing:
16, 18,20, 22,

16

Number of Baskets:
2,3, 4

Length of Basket:
Double Length (12)

12

Size of Inlet/Outlet:
Flange (F)

6F

ASME Stamp Designation:
Non-Code (blank), U Stamp (U)







