
Part # 26WT55  New, Lined Tight Head Steel Drums 

55 Gallon Tight Head Steel Drum, UN Rated, 2” & 3/4”
Fittings, Lined
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https://www.thecarycompany.com/containers/drums/carbon-steel/tight-head/tight-new/tight-new-lined
https://www.thecarycompany.com/55-gallon-tight-head-steel-drum-26wt55


Dimensions
17.5"
23.3"
22.5"
34.75
33.5

Material
Head
Body
Bottom
*All Steel tolerances conform to ISO3574

Head Fittings
Flanges
Plugs
Capseals

Closing Ring
Ring
Bolt, Nut
Gasket
Interior
Coating

Exterior Coating
Top
A Panel
B Panel
C Panel
Bottom

Slikscreen

Embossing

Inkjet

(A) Fitting Centers
(B) Outside Diameter (+/- 1/16")
(C) Inside Diameter (+/- 1/16")

Dark Red/Brown Phenolic/Epoxy (D118)

2" X 3/4 Steel Technocraft Flanges w/EPDM gaskets
2" X 3/4 Steel Technocraft Plugs w/EPDM gaskets
N/A

N/A
N/A
N/A

N/A

Steel Thicknesses, UN Rating(s), Year of Manufacture

UN1A1/X1.4/300,M4921,USA, Production Date,Time,Year,Drum Sequential Number

BLACK
WHITE
WHITE
WHITE

0.8 mm CRCQ Steel 
1.1 mm CRCQ Steel 

1.1 mm CRCQ Steel 

(D) Height (+/- 1/8")
Weight (+/-3%)

WHITE

Notes: The photo shown below may or may not be identical to 
the description given.


