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LINER DESCRIPTION 
Description:  A pulp backed primary liner with a 

barrier facing consisting of paper 
backed aluminum foil. This liner 
provides reseal and very good barrier to 
moisture and oxygen. 

FDA Status: Complies with 21 CFR177.1210, 
176.180, and 176.179 

 
PHYSICAL AND CHEMICAL PROPERTIES 

1. Color      Matte Manila (non-product side); 
Gloss metallic (product side) 

 
2. Thickness, mils 

a)   Aluminum Foil 1.5 
b)   Paper 2.5 
c)  Pulp Board             35.0 
 
Thickness tolerance +/- 10% 
Minimum width 1.0 in 
Width Tolerance +/- 0.0625 

 

3. Oxygen Transmission                   Essentially Zero 
 

4. Water Vapor Transmission          Essentially Zero 
 

 
 

Please note that construction does not reflect adhesive 
or resin bonding layers if present. 

 
 

PRODUCT NAME: PAF REV 3.0 
6/15/2022 

LINER RECOMMENDED 
STORAGE CONDITIONS 

 
The material should be stored in well-ventilated area 
(temp. 60º - 80ºF; RH – 40% - 60%). Avoid storing 
over extended periods.  Avoid contamination. 

 
 

 
PAF should not be used with any aqueous, acidic, 
alkaline, or corrosive products. 
 
 
 
 

The technical information and suggestions for use made herein are based on Liner 
Supplier research and experience and are believed to be reliable, but such information and 
suggestions do not constitute a warranty, and no patent liability can be assumed. Since 
Keystone Cap has no control over the conditions under which the product is transported, 
stored, handled, used, or applied, client must determine for themselves, by  preliminary 
tests or otherwise, the suitability of the product for their purposes. All products are sold 
subject to Liner Supplier’s written warranty, which is in lieu of all other warranties or 
merchantability and fitness for a particular purpose. Keystone Cap Company’s liability on 
any basis is limited to the price of the liner product used. 

 
 


