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MIX IT. FILL IT. PACK IT. SHIP IT.

WE HAVE A PRODUCT FOR YOU

Part #30WCR2 Plastic Caps

28mm 28-400 White Child Resistant Cap (Pictorial)
w/HIS TE Liner for HDPE, 2-Piece, Tamper Indicating

CARY COMPANY

Est. 1895

1195 W. Fullerton Ave. | Addison, IL60101 | T: 630.629.6600 | F: 630.629.3690 | TheCaryCompany.com


https://www.thecarycompany.com/plastic-cap-30w43p
https://www.thecarycompany.com/containers/closures/plastic-caps
https://www.thecarycompany.com/inspection-flashlight-diffused-beam-kit-near-uv-405nm?queryID=57adfe346e8148692ce971922b82f725&objectID=78459&indexName=m2prod_default_products
https://www.thecarycompany.com/child-resistant-cap-30wcr2
https://www.thecarycompany.com/child-resistant-cap-30wcr2
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b E +0.012 [0.30] | in [mm] 3.408 [86.56]
- || T +0.015 [0.38] | in [mm] 3.520 [89.41]
. )
ey | £0-0080.20] | in [mm] 0.506 [12.85]
o1 (Sented) MINIMUM | in [mm] 0.634 [16.10]
H @ oD +0.012[0.30] | in [mm] 3.839[97.51]
(Inner) "| OAH | £0.012[0.30] | in [mm] 0.795 [20.19]
PART
WEIGHT +3.7 g 32.1
SECTION A-A (ASSENEL)
STATIC TORQUE RECOMMENDATION DRAWING TYPE : CUSTOMER
40-60 in-bs DIMENSIONS ENCLOSED IN ( ) INDICATE REFERENCE
DIMENSIONS AND NO TOLERANCE LIMITS ARE ESTABLISHED
DEggh%m?HL%ENMSgITEASKAXﬁER% AL TOLERANCES UNLESS OTHERWISE SPECIFIED
NECK FINISH, AND CAPPING EQUIPMENT Dl?{lﬂi?N TOLERANCE DIM(f;InNn%ION TOLERANCE
0-0.787 +0.006 0-20 +0.152
THE CLOSURE DIMENSIONS 0.788-1.181 +0.008 21-30 +0.203
DEPICTED ARE THOSE WHICH HAVE
GENERALLY BEEN FOUND TO BE FUNCTIONAL 1.182-2.756 +0.012 31-70 +0.305 THRD ANGLE DISTRIBUTION | DRAWING NAME
BASED ON INDUSTRY EXPERIENCE BECAUSE CODE
OF VARIABILITY IN GLASS AND PLASTIC 2.757-3.937 £0.016 71-100 £0.406 8 89mm-400 PDT CRC
CONTAINER FINISHES, EACH CLOSURE/FINISH | _ 3.938-5.096 £0.020 101-150 £0.508 D PICTO DEBOSSED
AND TESTED TO ENSURE H MEETS APPLICABLE | 50977874 10,024 151200 20610 SOLIDORES SRAWING NUNBER
PERFORMANCE CRITERIA. SEE QUALITY 7.875-9.843 +0.032 201-250 +0.813  [DRAWNBY.
ASSURANCE SPECIFICATIONS FOR ADDITIONAL ANGULAR TOLERANCE & 2° L BROZELL 01/15015 |____ CQA-10117
QA APPR:
APANE  |07/06/16 PP/CO-POLY
MODEL NUMBER: 10117-01-AA 89MM PDT ASSM (MASTER)
SCALE SHEET SIZE SHEET REV N/P
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REVISION HISTORY
REV|N/P| DATE REVISION DE
00 | AA 01/15/15 |INITIAL DRAWING LMB
01 AA 03/12/15 | UPDATED DRAWING FOR REVISIONS LMB
UPDATED DRAWING FOR REVISIONS TO
02 | AA | 05/07/15 1100LING AND VALIDATION DATA CDB
02 | AB 06/05/15 |UPDATED TO FINAL VALIDATION DATA CDB
02 | AC| 06/30/15 |UPDATED TO CORRECTED VALIDATION DATA | CDB
02 AD | 07/05/16 | ADDED H (SEATED) DIMENSION BDG
MATTE FINISH
RIB
DETAIL RIB
SCALE 5 : 1
(100) EQUISPACED RIBS
POLISHED INSTRUCTIONS
DEBOSSED 0.010 [0.25]
DRAWING TYPE : CUSTOMER
DIMENSIONS ENCLOSED IN ( ) INDICATE REFERENCE
DIMENSIONS AND NO TOLERANCE LIMITS ARE ESTABLISHED
THE CLOSURE DIMENSIONS TOLERANCES UNLESS OTHERWISE SPECIFIED
C OSE WHICI
OF VARIABILITY IN GLASS AND PLASTIC 0-0.787 +0.006 0-20 +0.152
T e ————
ASSURANCE SPECIFICATIONS FOR ADDITIONAL | 2:757-3.957 0016 71-100 0406 _@_ 8 cobE 89mm-400 PDT CRC
INFORMATION. 3.938.5.096 £0.020 101-150 £0.508 D PICTO DEBOSSED
5.097-7.874 +0.024 151-200 +0.610 SOLIDWORKS
7.875-9.843 £0.032 201-250 0813 |DRAWNBY: DRAWING NUMBER
ANGULAR TOLERANGE 2 2° " REFER TO PAGE 1 CQA-10117
N MATERIAL
QAAPPR: REFER TO PAGE 1
SCALE SHEET SIZE SHEET REV N/P
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Recommended Neck Finish

THREA
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QT

[0.76]
R0.030

[1.27]

0.050 MINIMUM FLAT

RECOMMENDED FOR
PROPER INDUCTION SEAL

DETAIL THREAD
SCALE2: 1

REFER TO PAGE 1

TOLERANCE UNITS
SECTION E-E E +0.017 [0.43] |in [mm] 3.374 [85.70]
SCALET1:2
T +0.017 [0.43] | in [mm] 3.494 [88.75]
@ B | MINIMUM | in [mm] 2.918 [74.12]
OPTIONAL construction S
. +0.015[0.38] | in [mm 0.060 [1.52
Bead NOT required for [0-38] | in mm] .52
H child resistant closure H MINIMUM | in [mm] 0.520 [13.21]
function
WITH - - .
H1 MINIMUM | in [mm] 0.664 [16.87]
NO LINER
I B MAXIMUM | in [mm] 3.603 [91.52]
\—E 1 A TPI 5
WITH
NO LINER PITCH in [mm] 0.2 [0.51]
DRAWING TYPE : CUSTOMER
DIMENSIONS ENCLOSED IN () INDICATE REFERENCE
DIMENSIONS AND NO TOLERANCE LIMITS ARE ESTABLISHED
THE CLOSURE DIMENSIONS TOLERANCES UNLESS OTHERWISE SPECIFIED
DEPICTED ARE THOSE WHICH HAVE
GUERALY SEENEOND To s FUNCTOML | Plnches)" || TOLERANOE | PRy | TOLERANGE
OF VARIABILITY IN GLASS AND PLASTIC 0-0.787 +0.006 0-20 +0.152
| SRTeR e eio e [T [ oo | e | s
ASSURANGE SPECIFICATIONS FOR ADDITIONAL | 2757-3937 £0.016 71-100 20406 @ coPE 89mm-400 PDT CRC
INFORMATION. 3.938-5.096 +0.020 101-150 +0.508 5’ D PICTO DEBOSSED
5.097-7.874 +0.024 151-200 +0.610 SOLIDWORKS
7.875-9.843 +0.032 201-250 +0.813  [DRAWNBY: DRAWING NUMBER
ANGULAR TOLERANGE 2 2° " REFER TO PAGE 1 CQA-10117
QA APPR: MATERIAL
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