
Part # 37BK30 Eyewash Stations

Eyewash Station, Wall Mount,  
Closed ABS Bowl
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Product Data Sheet - G.A. Drawings45GEW
Emergency Eye/Face Wash - Plumbed in   Type: Wall Mounted

VARIATIONS IN MANUFACTURING AND ASSEMBLY
ALLOW FOR 1/8 in [3 mm] PER THREADED JOINT.

10.0in 255mm

12
.0

in
30

5m
m

PICTOGRAM SIGN SUITABLE
FOR WALL MOUNTING

13.5in 343mm

ANSI Z358.1: EYE/FACE WASH NOZZLES SHALL
BE POSITIONED 33 in [83.8 cm] TO 45 in [114.3 cm]
FROM STANDING SURFACE. FLUSHING FLUID SHALL NOT
EXCEED 8 in [20.3 cm] ABOVE NOZZLES.

14.3in 362mm

8.
9i

n
22

7m
m

4.8in 123mm

1.
6i

n
40

m
m

8.1in 205mm

FLOW REGULATOR

1/2" NPT FEMALE 
WATER INLET

5.0in 127mm

0.236in 6mm
(2PLCS)

0.393in
(2PLCS)

4.
9i

n
12

5m
m

0.
5i

n
13

m
m

MOUNTING VIEW
(MOUNTING HARDWARE NOT INCLUDED)

10mm

5.
1i

n
13

0m
m

10
.2

in
26

0m
m

1 1/2" NPT MALE
WATER OUTLET

TO COMPLY WITH

VARIATIONS IN MANUFACTURING AND ASSEMBLY
ALLOW FOR 1/8 in [3 mm] PER THREADED JOINT.

10.0in 255mm

12
.0

in
30

5m
m

PICTOGRAM SIGN SUITABLE
FOR WALL MOUNTING

13.5in 343mm

ANSI Z358.1: EYE/FACE WASH NOZZLES SHALL
BE POSITIONED 33 in [83.8 cm] TO 45 in [114.3 cm]
FROM STANDING SURFACE. FLUSHING FLUID SHALL NOT
EXCEED 8 in [20.3 cm] ABOVE NOZZLES.

14.3in 362mm

8.
9i

n
22

7m
m

4.8in 123mm

1.
6i

n
40

m
m

8.1in 205mm

FLOW REGULATOR

1/2" NPT FEMALE 
WATER INLET

5.0in 127mm

0.236in 6mm
(2PLCS)

0.393in
(2PLCS)

4.
9i

n
12

5m
m

0.
5i

n
13

m
m

MOUNTING VIEW
(MOUNTING HARDWARE NOT INCLUDED)

10mm

5.
1i

n
13

0m
m

10
.2

in
26

0m
m

1 1/2" NPT MALE
WATER OUTLET

TO COMPLY WITH
VARIATIONS IN MANUFACTURING AND ASSEMBLY
ALLOW FOR 1/8 in [3 mm] PER THREADED JOINT.

10.0in 255mm

12
.0

in
30

5m
m

PICTOGRAM SIGN SUITABLE
FOR WALL MOUNTING

13.5in 343mm

ANSI Z358.1: EYE/FACE WASH NOZZLES SHALL
BE POSITIONED 33 in [83.8 cm] TO 45 in [114.3 cm]
FROM STANDING SURFACE. FLUSHING FLUID SHALL NOT
EXCEED 8 in [20.3 cm] ABOVE NOZZLES.

14.3in 362mm

8.
9i

n
22

7m
m

4.8in 123mm

1.
6i

n
40

m
m

8.1in 205mm

FLOW REGULATOR

1/2" NPT FEMALE 
WATER INLET

5.0in 127mm

0.236in 6mm
(2PLCS)

0.393in
(2PLCS)

4.
9i

n
12

5m
m

0.
5i

n
13

m
m

MOUNTING VIEW
(MOUNTING HARDWARE NOT INCLUDED)

10mm

5.
1i

n
13

0m
m

10
.2

in
26

0m
m

1 1/2" NPT MALE
WATER OUTLET

TO COMPLY WITH

VARIATIONS IN MANUFACTURING AND ASSEMBLY
ALLOW FOR 1/8 in [3 mm] PER THREADED JOINT.

10.0in 255mm

12
.0

in
30

5m
m

PICTOGRAM SIGN SUITABLE
FOR WALL MOUNTING

13.5in 343mm

ANSI Z358.1: EYE/FACE WASH NOZZLES SHALL
BE POSITIONED 33 in [83.8 cm] TO 45 in [114.3 cm]
FROM STANDING SURFACE. FLUSHING FLUID SHALL NOT
EXCEED 8 in [20.3 cm] ABOVE NOZZLES.

14.3in 362mm

8.
9i

n
22

7m
m

4.8in 123mm

1.
6i

n
40

m
m

8.1in 205mm

FLOW REGULATOR

1/2" NPT FEMALE 
WATER INLET

5.0in 127mm

0.236in 6mm
(2PLCS)

0.393in
(2PLCS)

4.
9i

n
12

5m
m

0.
5i

n
13

m
m

MOUNTING VIEW
(MOUNTING HARDWARE NOT INCLUDED)

10mm

5.
1i

n
13

0m
m

10
.2

in
26

0m
m

1 1/2" NPT MALE
WATER OUTLET

TO COMPLY WITH
VARIATIONS IN MANUFACTURING AND ASSEMBLY
ALLOW FOR 1/8 in [3 mm] PER THREADED JOINT.

10.0in 255mm

12
.0

in
30

5m
m

PICTOGRAM SIGN SUITABLE
FOR WALL MOUNTING

13.5in 343mm

ANSI Z358.1: EYE/FACE WASH NOZZLES SHALL
BE POSITIONED 33 in [83.8 cm] TO 45 in [114.3 cm]
FROM STANDING SURFACE. FLUSHING FLUID SHALL NOT
EXCEED 8 in [20.3 cm] ABOVE NOZZLES.

14.3in 362mm

8.
9i

n
22

7m
m

4.8in 123mm

1.
6i

n
40

m
m

8.1in 205mm

FLOW REGULATOR

1/2" NPT FEMALE 
WATER INLET

5.0in 127mm

0.236in 6mm
(2PLCS)

0.393in
(2PLCS)

4.
9i

n
12

5m
m

0.
5i

n
13

m
m

MOUNTING VIEW
(MOUNTING HARDWARE NOT INCLUDED)

10mm

5.
1i

n
13

0m
m

10
.2

in
26

0m
m

1 1/2" NPT MALE
WATER OUTLET

TO COMPLY WITH

VARIATIONS IN MANUFACTURING AND ASSEMBLY
ALLOW FOR 1/8 in [3 mm] PER THREADED JOINT.

10.0in 255mm

12
.0

in
30

5m
m

PICTOGRAM SIGN SUITABLE
FOR WALL MOUNTING

13.5in 343mm

ANSI Z358.1: EYE/FACE WASH NOZZLES SHALL
BE POSITIONED 33 in [83.8 cm] TO 45 in [114.3 cm]
FROM STANDING SURFACE. FLUSHING FLUID SHALL NOT
EXCEED 8 in [20.3 cm] ABOVE NOZZLES.

14.3in 362mm

8.
9i

n
22

7m
m

4.8in 123mm

1.
6i

n
40

m
m

8.1in 205mm

FLOW REGULATOR

1/2" NPT FEMALE 
WATER INLET

5.0in 127mm

0.236in 6mm
(2PLCS)

0.393in
(2PLCS)

4.
9i

n
12

5m
m

0.
5i

n
13

m
m

MOUNTING VIEW
(MOUNTING HARDWARE NOT INCLUDED)

10mm

5.
1i

n
13

0m
m

10
.2

in
26

0m
m

1 1/2" NPT MALE
WATER OUTLET

TO COMPLY WITH


