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MIX IT. FILL IT. PACK IT. SHIP IT.

WE HAVE A PRODUCT FOR YOU

Louisville Slugger Pitchers Mound
and Batters Box Clay

Product Category: Mound Clay

Part # 51WLS2

Bag Pack 50 Ibs. Bags

Pallet Pack 2,000 lbs. (40 Bags)

Note *Available in 50 Ib. Bags (40 bags per
pallet). Priced per lb. (Pallet minimum
order)
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http://www.thecarycompany.com/batters-box-clay-51wls2
http://www.thecarycompany.com/athletic-field-supplies?all_type=559

Louisville Slugger® Pitchers Mound Clay and Batters Box Clay™
Product #/MMPMBX
Product Profile

I.General:

Percent Sand: 56%

Percent Slit: 12%

Percent Clay 32%

Textural Classification: Sandy Clay Loam

[.General:

Kiln-dried super calcined and milled natural Montmorillonite Clay (CAS #70892-59-0)
with medium bulk density, medium sportive, average surface area and high hardness
(low Solubility).

II. Typical Characterization:

Loose Bulk Density........c.ccccveeeiieiiiieeiieeieeieeee e 38-42 Ib/cu. Ft.

SPECIfIC GTraVIty ...ccovviieeiiie et 2.2

MOiSture CONENL......eeeveerieeeiieeeiiiee e evee e e less than 0.2%

Product POTOSItY .......oveeeiiiieiieecee e eeeeenn 78% (41% capillary pore
space, 37% non-capillary pore space)

PH s 6.0-6.5

CEC . e 33.6

Electrical Conductivity.........c.ccceeuviiiviiieeciiee e, 0.4 mMho/cm

Particle Stability ........cccceeveiiiiiiiiee e, ASTM C-88 Sulfate

Soundness test should not exceed 4% degradation over 20 year period

Screen Size —

FEMESH. ..o 21%
FIOMESH ..o 19%
F16 MESH ... 32%
F20 MESH ..o 13%
F30 MESH ..o 8%

F40 MESH ..cooiiiiiiiiicceececee 4%

F50 MESH ..oooiiiiiiiiiiccceeeeee 2%

F60 MESH ...coooiiiiiiiiiiiiicccececee 0.5%
FTOMESH ..ot .10%
STO 10 PAN Lo 0.3%
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