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MIX IT. FILL IT. PACK IT. SHIP IT.

WE HAVE A PRODUCT FOR YOU

37 oz. White HDPE Plastic Canister,

89mm 89-400

67W37W
37 oz.
White
HDPE

Product Category: Plastic Canisters

3.6"Dia. x 7.48"H

1,296 ea. (12 Cases)

Neck Finish 89-400
Neck WIdth 89mm
BPA Free Yes
FDA Approved Yes
Case Pack 108 ea.
Pallet Pack
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THE BOTTLE NECK DIMENSIONS SHOWN ARE BASED UPON CURRENT KNOWLEDGE. IT IS THE RESPONSIBILITY OF THE
RECEIVER OF THE INFORMATION CONTAINED IN THIS DRAWING TO TEST FOR FIT AND FUNCTION OF THE TOTAL
PACKAGE. DIMENSIONS SHOWN ARE INTENDED FOR POLYETHYLENE BOTTLES ONLY. IF ANOTHER BOTTLE MATERIAL
IS USED, SOME DIMENSIONS AND TOLERANCES MAY REQUIRE ADJUSTMENT.
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- |. THE "Tprime" AND “E" DIAMETERS ARE THE AVERAGE
=" OF 2 MEASUREMENTS TAKEN APPROXIMATELY 90° APART.
2. THE "E" DIAMETER IS TAKEN AS CLOSE TO THE INSIDE

DECK AS POSSIBLE.
3. THE "Tprime" DIAMETER IS TAKEN AT THE BOTTOM EDGE

OF THE SKIRT.
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THE BOTTLE NECK DIMENSIONS SHOWN ARE BASED UPON CURRENT KNOWLEDGE. IT 1S THE RESPONSIBILITY OF THE
RECEIVER OF THE INFORMATION CONTAINED IN THIS DRAWING TO TEST FOR FIT AND FUNCTION OF THE TOTAL
PACKAGE. DIMENSIONS SHOWN ARE INTENDED FOR POLYETHYLENE BOTTLES ONLY. IF ANOTHER BOTTLE MATERIAL

IS USED, SOME DIMENSIONS AND TOLERANCES MAY REQUIRE ADJUSTMENT.
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RECOMMENDED NFCK FINISH
LAND MUST BE SMOOTH AND FREE
OF NICKS OR RAGGED EDGES
6. TP Ly
"M" STYLE THREAD
(BEAD OPTIONAL)
REV. |REVISION DESCRIPTION PROD. ENG. REV. DATE
SEE SHEET | FOR REVISION DESCRIPTION
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e Available with an EVA-based pressure sensitive adhesive coated on
Polyethylene Foamed Sheet, laminated with an Aluminum Foil and

Polyester film containing a release coating on the backside = = Ffjglleg:fefoatmg
» Designed to provide tight innerseal to both glass and plastic bottles for P == Aluminum Foil

solid products, such as dry foods and pharmaceuticals

e Available with custom or standard printing

= Foamed PE
EVA Adh Coating

Typical Product Attributes

Construction

Structure
EVA Adh Ctg / PE Foam / Alu Foil / PET / Release Ctg

Available Width

50,8uum / 228,6um / 25, 4pm [ 12,7um / 25,4um 0.002"/0.009" / 0.001" / 0,0005" / 0.001"
Not less than 25,4 mm = 1,6 mm Not less than 1.0 inch £ 1/16 inch

Properties

Good Chemical Resistance to

Poor Chemical Resistance to
Sealing Properties

Water Vapor Transmission (WVTR)
Gas (O, COg, & Others) Transmission (GTR)

Foods; Qils; Aqueous Media; Weak Acids and Alkalis; Organic Solvent
Chlorinated Hydrocarbons

The sealability varies depending on surrounding temperature, application terque, and the age of the
product when the adhesive coaling is exposed to air and light. Therefore prospective users are
urged to re-test for their specific application before use

Essentially Zero

Essentially Zero

Regulatory Compliance

FDA Compliance

Other Compliances

21 CFR 177.1520 (Olefin Polymers); 21 CFR 175.300 (Resinous and Polymeric Coatings), 21
CFR 177.1210 (Closures with Sealing Gaskets for Food Containers)

USFDA Food Allergen Guidelines; California Proposition 65 Labeling Requirements; Limitations of
Heavy Metals in Packaging per CONEG & EU 94/62/EC, Article 11
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