
Part #: 68WTR1

https://www.thecarycompany.com/
https://www.thecarycompany.com/23-oz-28mm-white-hdpe-plastic-trigger-spray-bottle-25-pcr
https://www.thecarycompany.com/containers/plastic/bottles/spray
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TITLE:

PRODUCT DRAWING

D

CHECKED

1.  DIMENSIONS OR NOTES MARKED WITH A 

DURING PRODUCTION.

2.  DIMENSIONS OR NOTES MARKED WITH A 

DENOTE CHARACTERISTICS TO BE MONITORED DURING
PRODUCTION QUALIFICATION ONLY.

3.  ALL DIAMETER DIMENSIONS MARKED WITH 

CHARACTERISTICS TO BE MONITORED

THE MEASUREMENTS AT PARTING LINE AND 90 DEGREES
FROM PARTING LINE

4.  REFERENCE ONLY DIMENSIONS CONTAINED IN(     ).

5.  MINIMUM CONTAINER WALL THICKNESS             .

SHALL BE DETERMINED BY AVERAGING

     AT 1/4" DEFLECTION.

7.  MATERIAL             .

8.  TARGET WEIGHT              GRAMS.

6.  CONTAINER TOP LOAD REQUIREMENT TO BE           LBS. MINIMUM

10.  MEASUREMENTS TAKEN 24HRS AFTER MOLDING

DENOTE CRITICAL

PROJECT
NUMBER

RECYCLE LOGOCAVITY NUMBER

SCALE 4:1
NECK FINISH DETAIL

SP400 28 - 1530

.453"H"  

"E"  

±.010

±.010.984

"T" 1.078

±.015

"S"  .070±.015

1.453±.050

2.071±.0002.071 .060

.060 NECK MINIMUM WALL THICKNESS

.015 BASE MINIMUM WALL THICKNESS

8.965±.060

4.491±.080
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