
 Part#: 81WA09 

81WA09    

   

Description
4X1 Gallon F Style Hazmat Shipper

UN Rating
UN4G/39.3/S

#/Case
20/Unit

Dimensions
13-3/4 X 9 X 10-3/8



323.582.7132  800.289.8644
www.normaninternational.com

CORRUGATED F-STYLE GALLON SHIPPER
4/1 F-Style Gallon Corrugated Shipper

COMPONENTS: Box, Can (4), Seal/Cap (4)

OUR NATIONWIDE CUSTOMER SERVICE HOTLINE1-800-BUY-UN4G (1-800-289-8644)

4G/Y14.9/S/12USA/+AB2037

MEETS ISTA AND UPS REQUIREMENTS
FOR AIR, SEA AND GROUND SHIPMENTS

ASSEMBLY INSTRUCTIONS
Instructions for the following carton: 6-12-CP4GFS
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OUR NATIONWIDE CUSTOMER SERVICE HOTLINE1-800-BUY-UN4G (1-800-289-8644)

4G/Y25.2/S/11USA/+AB1996

MEETS ISTA AND UPS REQUIREMENTS
FOR AIR, SEA AND GROUND SHIPMENTS
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Fold  and tuck bottom of fiberboard box as indicated on box to create 
interior cells and seal with 2" wide clear plastic tape (3M Type 371) 
extending 2" on each side. (See Figure 1)

1.

2. Seal opening of F-Style cans by first applying friction fit tin inner seal. Seal 
evenly in opening of can and apply downward pressure until you hear it 
“click” into place. Tighten caps and seals on F-Style cans to specifications 
(24 In. LBS.). (See Figure 2)

3. Set in F-Style cans with caps and seals in box placing each can within 
individual cell (orient cans with closures facing towards the center of box). 
(See Figure 3)

NIPT#6-12-CP4GFS

4. Fold top of fiberboard box as indicated on box and seal with 2" wide clear 
plastic tape (3M Type 371) extending 2" on each side. (See Figure 4)

NIPT#6-48-00GCFS-1 3/4

*If shipping by air, please consult the proper regulatory manual.
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