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Technical Data Sheet
Uni-Foam US™ LD-19 .030” LDPE Foam
Revision:
Product Uni-Foam US™ LD-19 .030"” LDPE Foam
Scope Athree-ply co-extruded white liner consisting of a closed cell foam produced from Low Density Polyethylene
(LDPE) face with solid LDPE on both sides.
Composition Material Standard Metric
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Overall Thickness Tolerance: t+ 0.005” (x 0.127mm)
Color White

Density: 19 Ibs/cubic foot Width Tolerance: * 0.0625" (+ 1.6mm)

FDA Status: 21 CFR 177.1520 (Olefin Polymers);
21 CFR 177.1210 (Closures with Sealing Gaskets for Food Containers);
21 CFR 178.2010 (Antioxidants and/or Stabilitizers for Polymers);
21 CFR 175.300 (Resinous and Polymeric Coatings);

USP 40/NF 35, <661.1> Plastic
Materials of Construction

. . EU No. 10/2011, EU No. 1935/2004,
Drug Master File (DMF): Pending EU/EPReg.: gp Monograph 3.1.3, Edition 9, Supplement 9.1

MVTR: 1040cc/m2/day

GTR Oxygen: 2.8g/m2/day

Print Location (if any):

Recommended Storage and Handling: Refer to Website
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